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Accessories

Cordless Scanners

The battery for the cordless scanneris a
rechargeable Nickel Metal Hydride (NiMH) pack that,
when fully charged, provides up to 18,000 scans or
25 hours of continuous use. The unique design of
the battery allows the battery pack to be directly
charged in a two prong 120 volt wall outlet
commonly used in North America.

For other parts of the world with different voltages
and frequencies, the universal charge strip is
needed. While the battery pack may be charged
directly with 240 volts, the universal charge strips
provide the method to physically adapt to the various
power plug and socket configurations.

IT3870/ST3470/ST5770

NiMH battery

Base: (LxW) 3.4"x1.8"/
8.64cm x4.57cm

Height: 3.3”/8.38cm

Charging Voltage: 120 VAC /
240VAC, 50 HZ /60 Hz
CLESS/NIMH/S

Cover

The cover is made of tough and durable ballistic
nylon fabric. The cover is designed to be used in
applications where a tool balancer is needed.

ST3470/ST5770 ~
34/5770/COVER '

Charge Pack Adapters

Charge pack adapters allow the charge pack to be
plugged directly into many international outlet
receptacles. After the charge pack is removed from
the reader, just snap on an adapter and plug into an
outlet.

When the adapter is used in 240 volt applications,
only use charge pack CLESS/NIMH/S. Do not
attempt to charge part numbers:

34/5770/NICAD, 34/5770/NIMH, 34/5770/NIMH/F, or
34/5770/NICAD/F.

IT3870/ST3470/ST5770
Europlug CEE 7/16 CLESS/ADAPTEURO
United Kingdom BS 1363~ CLESS/ADAPTUK

UK Adapter
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