
Falcon® 625 & 665
Vehicle Mounted Data Terminals

Vehicle Mounted Wireless Data Collection Terminals

Designed to excel in the harshest environments, the Falcon® 625 and the

Falcon® 665 will pass every test of durability. Both the Falcon® 625 and 665 have

an IP66 sealed enclosure, which means they’ll weather the worst day on a forklift

in a shipyard or lumberyard. In addition, both units are highly resistant to extreme

temperature, vibration and impact.

The open architecture of these 486-based, DOS 6.22 terminals mean easy

application development. Both the Falcon® 625 and Falcon® 665 are available with

PowerNet Twin Client to support VT100, VT220, HP700/92, IBM 3270 and IBM 5250

terminal emulations. Both the Falcon® 625 and the Falcon® 665 come equipped

with an EL super bright VGA display for superior readability in low light conditions.

The Falcon® 625 is a half-screen computer with a choice of an integrated QWERTY

or ABCD, sixty key, backlit keyboards. The Falcon® 665 is a full-screen computer

with several choices of compact tethered keyboards.

Innovative keyboard and bracket design greatly increases the industrial

ergonomics of the Falcon® 625 and Falcon® 665 Vehicle Mounted Computers.

PSC keyboards are designed with large keys for gloved hand operation and the

keys are backlit for visibility. PSC keyboards are also chemically coated for

resistance to scratches and abrasions. PSC’s rugged external keyboard for the

Falcon® 665 is designed for use in the most demanding operating conditions.

Utilizing PSC’s innovative keyboard bracket design, the rugged external keyboard

can be mounted remotely or integrated with the Falcon® 665’s mounting bracket

for additional space savings.

The Falcon® 625 and 665 aslo feature an internal DC power supply, eliminating

any requirements to mount an external power supply on your vehicle.

And like all PSC Falcon® products, the Falcon® 625 and Falcon® 665 incorporate a

radio-independent design. The Falcon® 625 and 665 can be configured with any of

the leading 2.4GHz spread spectrum wireless LAN solutions including Cisco Aironet,

Lucent, Proxim, and Symbol.

 Options, flexibility and rugged reliability make the Falcon® 625/665 line the perfect

choice for on-site data collection terminals.

Features:

• Falcon® family compatibility

• Complete Terminal Emulation
support

• Rugged design for the
roughest environments

• IP66 Rating

• Open architecture
development flexibility

• Radio independence

• Choice of keyboards

• Internal DC power supply

Falcon® 625 shown
with QWERTY keyboard

Falcon® 665 shown
with rugged keyboard



Mechanical
Dimensions: 9.00 x 12.00 x 3.25" /

229 x 305 x 83 mm
Weight: 8.00 lbs / 3.63 Kg

(does not include Falcon® 665 keyboard)
Display

Falcon® 625: 1/2 screen Electroluminescent (EL)
Super Bright VGA 640x200
(Text: 12 lines x 80 characters)

Falcon® 665: Full screen Electroluminescent (EL)
Super Bright VGA 640x480
(Text: 25 lines x 80 characters);

Keypad
Falcon® 625: Integrated QWERTY or ABCD,

60 backlit keys with 10 dedicated function
keys

Falcon® 665: Separate QWERTY, Cherry, and
NEMA 4 rated versions

Construction
Case front: high impact black polycarbonate/

polyester blend plastic and aluminum casting

Specifications
Falcon® 625 & 665

PRODUCT and SYSTEM

System
Operating System: ROM-DOS 6.22
Microprocessor: Intel® 486 SX ULP, 25 MHz
Memory

Flash: 8MB; DRAM: 4MB;
Nickel Cadmium (NiCd) battery backs up
CMOS setup information including date & time

Communication Ports:
2 RS-232 DB9 (5V on Pin 9);
Falcon® 665 only – PS/2 Molex keyboard port

PC Card Slots: One PCMCIA Type I/II/III slots;
Supports Radio & SRAM cards

Speaker: Built-in speaker 85dB, volume control

Radio Support:
Requires certified Type II PC Card format;
2.4 GHZ spread spectrum radio;
Cisco Aironet; Lucent WaveLAN 802.11;
Proxim RangeLAN2; Symbol Spectrum24®

Software Support: PowerNet Twin Client for
VT100/220, IBM 3270/5250 and HP700/92;
RF SDK, IntelliTrack® WMS
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Electrical
Input Power Required:

12 - 80 VDC Internal
(no external DC to DC  converter required)

External, user-accessible fuse

Environmental
Temperature rating (non condensing)

Operating: -4° to 122°  F / -20° to 50° C
Storage: -22° to  158° F / -30° to 70° C

Humidity: 5 to 95% RH / NC @ 104° F / 40° C
Sealing: Meets IEC 60529 IP66 Enclosure rating

for water jet streams & windblown dust

Safety & Regulatory
Electrical: UL1950; EN60950
Emissions: Complies to FCC Part 15, Subpart B,

Class A; EN 55022-A
Susceptibility: EN 55024

Available Accessories

P/N: 00-427-00 P/N: 00-431-00 P/N: 00-432-00
Mounting Bracket Cherry Keyboard Mounting Bracket - Cherry

P/N: 00-438-00 P/N: 00-439-00 P/N: 1911-00-19
NEMA 4 Keyboard Mounting Bracket - NEMA 4 Rugged Keyboard


